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RIG 10 MOELLER 42°X10° MODEL D402

5 AXLE CARRIER 13,500° WORKOVER DEPTH

POWER SYSTEM:

550 HP Caterpillar 3408 Diesel Engine
Allison CLT-5860 Transmission

22" Double Hydromatic Brake

DRAW WORKS:

Dragon 104° 125 Ton Static Hook
Double Drum, Double Raising Rams

Tulsa Hydraulic Utility Winch
MAST:
Load Telescoping, Hydraulic Raised and Scoped

Standpipe and Mud Hose

BLOCK AND HOOK:

McKissick 100 Ton 3 Sheave Tubing Block

SWIVEL:

King 75 with Gear Box

MUD PUMPS:

Gardner-Denver Triplex PY-7 Triplex
Powered by 550HP Caterpillar Diesel Engine
Allison 5860 Transmission

57 Liners 120 SPM Max

Revised 4/5/11

CARRIER:
Hydraulic Leveling Jacks
Folding Adjustable Work Platform

Stairs and Base Beam

BOP’S:
7 1/16” x 5000 psi
IGA 7 1/16” x 5000 psi (Townson Copy)

TUBING LINE:
Lebus F 17 Tubing Line

9/16” Sand Line

AUXILLARY EQUIPMENT:

Swab Lubricator & Tools
23/8” & 2 7/8” Elevators
Foster Tubing Tongs
Cavin B Slips

200 Bbl Mud Tank

Spool — 7 1/16” 5000 psi

7 1716 10,000 psi





